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ADM3053 - Isolated CAN Transceiver with Integrated Isolated DC-to-DC Converter

Change Description Changed From: Changed To:
Insulation and Safety-Related Specifications section updated to correctly align the specified|Creepage: 7.6 Creepage: 6.4
Minimum External Air Gap (Clearance) & Minimum External Tracking (Creepage) in Table4 |Clearance: 7.7 Clearance: 6.4

with the agency certified meaurement.
Datasheet Rev. E Datasheet Rev. F
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ADM3054 - 5 kV rms Signal Isolated High Speed CAN Transceiver with Bus Protection

Change Description Changed From: Changed To:

Insulation and Safety-Related Specifications section updated to correctly align the Clearance 8.0 Clearance 7.8
specified Minimum External Air Gap (Clearance) in Table 4 with the agency certified
meaurement. Datasheet Rev. D Datasheet Rev. E
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ADuM2250/ADuM2251 - Hot Swappable, Dual I’c Isolators, 5 kV

Change Description Changed From: Changed To:
Insulation and Safety-Related Specifications section updated to correctly align the RW-16 RW-16
specified Minimum External Air Gap (Clearance) in Table 5 (RW-16) with the agency certified |Clearance 8.0 Clearance 7.8
meaurement.

Datasheet Rev.D Datasheet Rev. E
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ADM2461E/ADM2463E - 500 kbhps, 5.7 kV RMS, Signal Isolated RS-485 Transceiver with £15 kV IEC ESD

Change Description Changed From: Changed To:
Regulatory Information section updated to correctly align the following DTl (Internal Clearance): 43um DTI (Internal Clearance): 42um
ratings to agency issued certifed ratings:
Creepage: 8.3 Creepage: 8.2
Insulation and Safety-Related Specifications section updated to correctly |Clearance: 8.3 Clearance: 8.2
align the specified DTI Minimum Internal Gap (Internal Clearance) in Table 5
with the agency certified meaurement. DatasheetRev. 0 Datasheet Rev. A

Insulation and Safety-Related Specifications section updated to correctly
align the specified Minimum External Air Gap (Clearance) & Minimum
External Tracking (Creepage) in Table 5 with the agency certified
meaurement.
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ADM2582E/ADM2587E - Signal and Power Isolated RS-485 Transceiver with £15 kV ESD Protection

Change Description Changed From: Changed To:
Insulation and Safety-Related Specifications section updated to correctly align |Creepage: 7.6 Creepage: 7.5

the specified Minimum External Tracking (Creepage) in Table 6 with the agency
certified meaurement. Datasheet Rev. G Datasheet Rev. H
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ADM2761E/ADM2763E - 5.7 kV RMS Isolated, High Working Voltage, RS-485 Transceiver with 15 kV IEC ESD

Change Description Changed From: Changed To:
Regulatory Information section updated to correctly align the following DTI (Internal Clearance): 0.043mm DTI (Internal Clearance): 42um
ratings to agency issued certifed ratings:
Creepage: 8.3 Creepage: 8.2
Insulation and Safety-Related Specifications section updated to correctly |Clearance: 8.3 Clearance: 8.2
align the specified DTI Minimum Internal Gap (Internal Clearance) in Table 4
with the agency certified meaurement. Datasheet Rev. 0 Datasheet Rev. A

Insulation and Safety-Related Specifications section updated to correctly
align the specified Minimum External Air Gap (Clearance) & Minimum External
Tracking (Creepage) in Table 4 with the agency certified meaurement.
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ADuM4151/ADuM4152/ADuM4153 - 5 kV, 7-Channel, SPlIsolator Digital Isolators for SPI

Change Description
Regulatory Information section updated to correctly align the following
ratings to agency issued certifed ratings:

VDE/VDE 0884-17 Vggm reinforced rating specifed in Table 16.

Changed From:
VDE/VDE 0884-10
V\orm 849 Vpeak

Datasheet Rev. C

Changed To:
VDE/VDE 0884-17
Viorm 645 Vpeak

DatasheetRev. D
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ADuM3160 - Full/Low Speed 2.5 kV USB Digital Isolator

Change Description Changed From: Changed To:
Insulation and Safety-Related Specifications section updated to correctly [Clearance 8.0 Clearance 7.8

align the specified Minimum External Air Gap (Clearance) in Table 4 with the
agency certified meaurement. Datasheet Rev. C DatasheetRev. D
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ADuM4160 - Full/Low Speed 5.0 kV USB Digital Isolator

Change Description Changed From: Changed To:
Insulation and Safety-Related Specifications section updated to RW-16 RW-16
correctly align the specified Minimum External Air Gap (Clearance) in |Clearance 8.0 Clearance 7.8

Table 4 (RW-16) with the agency certified meaurement.
Datasheet Rev. D DatasheetRev. E
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