### Materials Declaration

#### Molding Compound

<table>
<thead>
<tr>
<th>Description</th>
<th>Substance</th>
<th>CAS#</th>
<th>Weight (g)</th>
<th>Homogeneous Material Level</th>
<th>Component Level</th>
<th>Percentage (%)</th>
<th>PPM</th>
<th>Percentage (%)</th>
<th>PPM</th>
</tr>
</thead>
<tbody>
<tr>
<td>Other inorganic materials</td>
<td>Silica</td>
<td>90071-29-0</td>
<td>3.86E-02</td>
<td>88.2</td>
<td>865000</td>
<td>34.32</td>
<td>243246</td>
<td></td>
<td></td>
</tr>
<tr>
<td>Thermosets</td>
<td>Epoxy resin</td>
<td>Proprietary</td>
<td>2.66E-03</td>
<td>6.0</td>
<td>600000</td>
<td>2.39</td>
<td>238327</td>
<td></td>
<td></td>
</tr>
<tr>
<td>Thermosets</td>
<td>Phenol resin</td>
<td>Proprietary</td>
<td>2.66E-03</td>
<td>6.0</td>
<td>600000</td>
<td>2.39</td>
<td>238327</td>
<td></td>
<td></td>
</tr>
<tr>
<td>Other inorganic materials</td>
<td>Metal Hydride</td>
<td>Proprietary</td>
<td>6.71E-04</td>
<td>1.5</td>
<td>150000</td>
<td>0.60</td>
<td>59728</td>
<td></td>
<td></td>
</tr>
<tr>
<td>Other inorganic materials</td>
<td>Carbon black</td>
<td>1333-81-4</td>
<td>1.34E-04</td>
<td>0.3</td>
<td>30000</td>
<td>0.12</td>
<td>1195</td>
<td></td>
<td></td>
</tr>
<tr>
<td>Subtotal</td>
<td></td>
<td></td>
<td>4.48E-02</td>
<td>100.0</td>
<td>1000000</td>
<td>39.82</td>
<td>398197</td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

#### Leadframe

<table>
<thead>
<tr>
<th>Description</th>
<th>Substance</th>
<th>CAS#</th>
<th>Weight (g)</th>
<th>Homogeneous Material Level</th>
<th>Component Level</th>
<th>Percentage (%)</th>
<th>PPM</th>
<th>Percentage (%)</th>
<th>PPM</th>
</tr>
</thead>
<tbody>
<tr>
<td>Copper &amp; its alloys</td>
<td>Copper</td>
<td>7440-50-8</td>
<td>5.49E-02</td>
<td>97.50</td>
<td>975000</td>
<td>48.87</td>
<td>488369</td>
<td></td>
<td></td>
</tr>
<tr>
<td>Copper &amp; its alloys</td>
<td>Iron</td>
<td>7439-99-6</td>
<td>1.32E-03</td>
<td>2.35</td>
<td>235000</td>
<td>1.18</td>
<td>11779</td>
<td></td>
<td></td>
</tr>
<tr>
<td>Copper &amp; its alloys</td>
<td>Zinc</td>
<td>7440-68-6</td>
<td>6.76E-05</td>
<td>0.12</td>
<td>12000</td>
<td>0.06</td>
<td>6961</td>
<td></td>
<td></td>
</tr>
<tr>
<td>Copper &amp; its alloys</td>
<td>Phosphorus</td>
<td>7723-14-0</td>
<td>1.69E-05</td>
<td>0.03</td>
<td>3000</td>
<td>0.02</td>
<td>155</td>
<td></td>
<td></td>
</tr>
<tr>
<td>Subtotal</td>
<td></td>
<td></td>
<td>8.19E-02</td>
<td>100.00</td>
<td>1000000</td>
<td>50.12</td>
<td>501226</td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

#### Internal Leadframe Plating

<table>
<thead>
<tr>
<th>Description</th>
<th>Substance</th>
<th>CAS#</th>
<th>Weight (g)</th>
<th>Homogeneous Material Level</th>
<th>Component Level</th>
<th>Percentage (%)</th>
<th>PPM</th>
<th>Percentage (%)</th>
<th>PPM</th>
</tr>
</thead>
<tbody>
<tr>
<td>Precious metals</td>
<td>Silver</td>
<td>7440-22-4</td>
<td>9.03E-04</td>
<td>100.0</td>
<td>1000000</td>
<td>0.50</td>
<td>50</td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

#### External Leadframe Plating

<table>
<thead>
<tr>
<th>Description</th>
<th>Substance</th>
<th>CAS#</th>
<th>Weight (g)</th>
<th>Homogeneous Material Level</th>
<th>Component Level</th>
<th>Percentage (%)</th>
<th>PPM</th>
<th>Percentage (%)</th>
<th>PPM</th>
</tr>
</thead>
<tbody>
<tr>
<td>Tin &amp; its alloys</td>
<td>Tin</td>
<td>7440-31-6</td>
<td>1.39E-04</td>
<td>100.0</td>
<td>1000000</td>
<td>0.12</td>
<td>1234</td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

#### Bond Wires

<table>
<thead>
<tr>
<th>Description</th>
<th>Substance</th>
<th>CAS#</th>
<th>Weight (g)</th>
<th>Homogeneous Material Level</th>
<th>Component Level</th>
<th>Percentage (%)</th>
<th>PPM</th>
<th>Percentage (%)</th>
<th>PPM</th>
</tr>
</thead>
<tbody>
<tr>
<td>Precious metals</td>
<td>Gold</td>
<td>7440-57-6</td>
<td>6.06E-04</td>
<td>100.0</td>
<td>1000000</td>
<td>0.54</td>
<td>5365</td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

#### Chip

<table>
<thead>
<tr>
<th>Description</th>
<th>Substance</th>
<th>CAS#</th>
<th>Weight (g)</th>
<th>Homogeneous Material Level</th>
<th>Component Level</th>
<th>Percentage (%)</th>
<th>PPM</th>
<th>Percentage (%)</th>
<th>PPM</th>
</tr>
</thead>
<tbody>
<tr>
<td>Other inorganic materials</td>
<td>Copper Alloys</td>
<td>7440-21-2</td>
<td>8.49E-02</td>
<td>100.0</td>
<td>1000000</td>
<td>7.52</td>
<td>75267</td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

#### Die Attach

<table>
<thead>
<tr>
<th>Description</th>
<th>Substance</th>
<th>CAS#</th>
<th>Weight (g)</th>
<th>Homogeneous Material Level</th>
<th>Component Level</th>
<th>Percentage (%)</th>
<th>PPM</th>
<th>Percentage (%)</th>
<th>PPM</th>
</tr>
</thead>
<tbody>
<tr>
<td>Precious metals</td>
<td>Silver</td>
<td>7440-32-4</td>
<td>1.14E-03</td>
<td>73.94</td>
<td>739400</td>
<td>1.01</td>
<td>10192</td>
<td></td>
<td></td>
</tr>
<tr>
<td>Others</td>
<td>Epoxy resin</td>
<td>7440-45-4</td>
<td>1.13E-04</td>
<td>7.35</td>
<td>735000</td>
<td>0.10</td>
<td>10101</td>
<td></td>
<td></td>
</tr>
<tr>
<td>Others</td>
<td>Anhydride</td>
<td>7440-47-5</td>
<td>1.13E-04</td>
<td>7.35</td>
<td>735000</td>
<td>0.10</td>
<td>10101</td>
<td></td>
<td></td>
</tr>
<tr>
<td>Other organic materials</td>
<td>Zr-Diglycidyl phenyl acyl ether oligomer</td>
<td>Unassigned</td>
<td>4.54E-05</td>
<td>2.94</td>
<td>294000</td>
<td>0.04</td>
<td>404</td>
<td></td>
<td></td>
</tr>
<tr>
<td>Other organic materials</td>
<td>Epoxy resin</td>
<td>7440-1018</td>
<td>4.54E-05</td>
<td>2.94</td>
<td>294000</td>
<td>0.04</td>
<td>404</td>
<td></td>
<td></td>
</tr>
<tr>
<td>Others</td>
<td>Epoxy resin modifier</td>
<td>7440-1019</td>
<td>4.54E-05</td>
<td>2.94</td>
<td>294000</td>
<td>0.04</td>
<td>404</td>
<td></td>
<td></td>
</tr>
<tr>
<td>Others</td>
<td>Anhydride</td>
<td>7440-1020</td>
<td>4.54E-05</td>
<td>2.94</td>
<td>294000</td>
<td>0.04</td>
<td>404</td>
<td></td>
<td></td>
</tr>
<tr>
<td>Subtotal</td>
<td></td>
<td></td>
<td>1.34E-03</td>
<td>100.00</td>
<td>1000000</td>
<td>1.37</td>
<td>13372</td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>Package Totals</th>
<th>Weight (g)</th>
<th>Percentage (%)</th>
<th>PPM</th>
<th>1000000</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td>1.12E-01</td>
<td>100</td>
<td>1000000</td>
<td></td>
</tr>
</tbody>
</table>

Note: The information provided in this declaration are true to the best of ADI's knowledge. ADI derived most of the information listed in this declaration from documents provided by third parties, and assumes no liability to any inaccuracy of such information.

ADI Proprietary