Introduction
The LTC®4223 is a dual Hot Swap™ controller that meets the power requirements of the Micro Telecommunication Computing Architecture (MicroTCA) specification recently ratified by the PCI Industrial Computer Manufacturers Group (PICMG).

The LTC4223 includes an internal pass FET for the 3.3V auxiliary supply and a driver for an external N-channel pass FET for the 12V payload supply. Inrush current for both supplies is controlled: the auxiliary supply has a fixed 240mA active current limit and the 12V ramp rate is controlled by an external capacitor. A timed circuit breaker and fast current limit protect both supplies against severe overcurrent faults. It also features an adjustable analog current limit with a circuit breaker timeout for the 12V supply.

Advanced Mezzanine Card Application
Figure 1 shows a typical MicroTCA application. The current limit on the 12V rail is 7.6A, determined by the 6mΩ

The LTC4223 monitors 12V load current by sensing voltage across an external resistor and outputs a ground-referenced voltage (at the 12IMON pin) proportional to the load current. It also provides separate power-good outputs for the two supplies and a single, common fault output. Additional features include card detection and independent control of the two supplies. The LTC4223-1 latches off after a circuit breaker fault timeout expires while the LTC4223-2 provides automatic retry after a fault. A fault on the 12V supply shuts down only the 12V path, leaving the 3.3V auxiliary power available for system management functions. A fault on the 3.3V AUX supply shuts down both supplies.

Figure 1. Advanced Mezzanine Card Application
The LTC4223 aims to simplify Hot Swap control for Advanced Mezzanine Cards in ATCA and MicroTCA systems. It succeeds by meeting all MicroTCA requirements for controlling both payload and auxiliary power with only a 5mm × 4mm DFN package and a few minimal external components. Individual card monitoring and control functions are further simplified by LTC4223’s status and control lines.